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PRODUCT SPECIFICATIONS

BILLABONG™
Billabong is the highest quality, light-medium 
weight, blended polyester/cotton Canvas tent 
fabric available. Billabong is a very tightly 
constructed fabric as it is woven from fi ne yarn 
counts. Billabong is designed specifi cally for higher quality family frame 
tents and campervan roofi ng and walling. 

WEIGHT: Loomstate: 300g/sq.m (8.8oz) +/-30gsm
  Dynaproofed: 370g/sq.m (10.9oz) +/-30gsm

WIDTH:       Loomstate: 191cm
                    Dynaproofed: 183cm

CONSTRUCTION: Woven 64/35 Poly/Cotton Plain Weave                                   
 29 ends per cm. 17 picks per cm.
 Yarn Count 2/20 E.C.C. x 2/20 E.C.C. 

Maximum Shrinkage: 2% in Warp 

Tear Resistance: WARP – 66N  
(AS 2001.2.10) WEFT – 42N

Breaking Force  WARP – 1800N     
(AS 2001.2.3) WEFT – 1300N

Hydrostatic Head: 750mm min
(AS 2001.2.17)

Cone Test: Pass
(AS 2001.2.18)

Stock Colours: Antelope, Beige, Blue, Brunswick Green, Grey, 
 Jade, Khaki, Light Grey, Light Sand, Navy and Olive


