B WAX CONVERTERS TEXTILES AUSTRALIA

PRODUCT SPECIFICATIONS

&

CANNONBALL™

Cannonball is a medium duty, general purpose -
budget priced Cotton Canvas recommended for
static situations including, Swags, Marquees,
Teepee roofs and walls, Temporary Shelters,
secondary Under-tarps, Flat Sheet Box-Trailer Covers. Cannonball is not
recommended for shaped or fitted covers unless careful consideration is \
given to the shrinkage factor associated with a 100% Cotton Duck.

OUTBACK RUGGED CANVAS

WEIGHT: Loomstate: 410g/sq.m (12.1 oz) +/- 30gsm
Dynaproofed: 505g/sq.m (14.9 0z) +/- 30gsm

WIDTH: Loomstate: 191cm
Dynaproofed: 183cm
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CONSTRUCTION: Woven 100% Cotton Plain Weave
22.8 ends per cm. 15 picks per cm.
Yarn Count 2/12 E.C.C. x 2/12 E.C.C.

Maximum Shrinkage 5 - 6% in Warp
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Tear Resistance: WARP - 52N

(AS 2001.2.10) WEFT - 40N

Breaking Force WARP - 1425N

(AS 2001.2.3) WEFT - 1154N

Hydrostatic Head: 700mm min

(AS 2001.2.17)

Cone Test: Pass

(AS 2001.2.18)

Stock Colours: Antelope, AusCam D.P., Dark Green and Olive
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